
Anti Syphon Valve

Specifications

Disclaimer: Information and photographs shown are for marketing purposes only. Actual product may vary to images shown due to 
continual improvement processes, design changes and optional extras

Features include:

• Patented self-balancing diaphragm design

• Precision machined and anodised aluminium body

• Eliminates risk of syphon, protects air elimination device

• Low cracking pressure nearly constant over the entire range of
product level

• Engineered for high flow efficiency

• Compatible with Diesel, ULP, Aviation

• Fuels and AdBlue®/DEF(Stainless Steel Version)

• Prevents suctions line vapour lock

• Integrated thermal expansion relief

• Parallel manifold option for high flowrate (>700L/m) applications

PORT SIZE G 3” NPT 3”

HYDROSTATIC HEAD* 0 ~ 4.6m 0 ~ 15 ft.

CRACKING PRESSURE 0.07 ~ 0.14 bar 1.0 ~ 2.0 psi

INTERNAL RELIEF 1.2 ~ 2.5 bar 17 ~ 36 psi

*Hydrostatic head based on S.G.=0.8

COMPONENT MATERIAL

BODY 6061 ALUMINIUM ANODISED

SHAFT 304 STAINLESS STEEL

SPRING 304 STAINLESS STEEL

ELASTOMERS FKM
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Anti Syphon Valve

MIDDLE EAST : +971 50 719 7137  |  ASIA : +61 430 531 448  |  AFRICA : +27 82 611 1484

SOUTH AMERICA: +56 9881 85513

GLOBAL CONTACTS

Low Cracking Pressure

High Flow Efficiency
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