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FEATURESFEATURES
• READY TO USE
• BUSRSTING PRESSURE 290 PSI
• NO BATTERY NEEDED
• EASY TO INSTALL AND CALIBRATE
• 4-FLOW DIRECTION

The PIUSI K44 is the best-selling mechanical meter in this market. Reliable, easy 
to install and to calibrate, it is equipped with a nutating disk that allows it to be 
installed in all four flow directions.

K44

PERFORMANCE

PACKAGING

PART #
WEIGHT PACKAGING N. BOXES / EUROPALLET

KG LBS MM INCH PCS/BOX

000710000 0.6 1.3 180X180X170 7X7X6.5 1 192 240

K44

± 1%
ACCURACY

5-32
GPM

FLOW RATE

145 PSI
MAX OPERATING

PRESSURE

METERS
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FLUID
MONITORING

BIODIESEL DIESELANTIFREEZE GASOLINE GREASEFOOD OILDEF KEROSENE WINDSCREENAIR WATER

• K44 METER
• INSTRUCTION MANUAL

• BODY: ALUMINUM
• NUTATING DISK CHAMBER: TECHNOPOLYMER

CHART

DIMENSIONS

IN THE BOX

DETAILS

MATERIALS

Dimensions expressed in inches

K44
MECHANICAL METERS

TECHNICAL DATA

PART # DESCRIPTION FLUIDS 
TYPE

FLOW
DIRECTION

FLOW RATE PRESSURE PULSER
INLET / OUTLET

L/MIN GPM BAR PSI P/L 
(P/GAL)

000710000 K44 VERSION A MECHANICAL METER GAL 1”NPT 20 - 120 5 - 32 10 142 - 1” NPTD

K44 SIDE K44 FRONT K44 SIDE

NUTATING DISK SYSTEM 4 FLOW DIRECTIONS

TYPE OF FLUID DIESEL

TEMPERATURE 61 °F
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 Ø 1” NPT

1.45 2.9 4.35 7.25 8.75.8 11.610

(PSI)

AVAILABLE IN DIFFERENT VERSIONS ON REQUEST
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